
18V ONE+™ Cordless 3‐Speed
Impact Wrench (Bare Tool)

RIW18‐0

*Registration required for extension from 2‐3 years. Please visit our site for full T&C's

ryobitools.eu

800Nm of Nut Busting Torque and 600Nm of Fastening Torque
ideal for fast tightening and removing of heavy duty fasteners

Delivers high‐torque with little reactionary feedback through
the handle

3‐speed control provide control and versatility for a wide
range of tasks

Bright LED light eliminate shadows on bits and fasteners even
in the darkest work areas

½″ Square drive with friction ring for easy and secure socket
fitment

Power 18V

No load speed (rpm) 0‐2600

Tool reception ½″ square

Torque settings 180 / 260 / 600

Weight with battery pack (EPTA)
(kg)

2.1(2.0Ah)

Article Number 5133005501

Charger included No

EAN Code 4892210206725

Impact rate (ipm) 0‐2900

Max. fastening torque [Nm] 600

No load speed gear 1 (rpm) 1800

No load speed gear 2 (rpm) 2200

No load speed gear 3 (rpm) 2600

No. of batteries supplied 0

Nut_busting torque [Nm] 800

Sound power level (Lwa)(dB(A)) 96.0

Sound power level uncertainty
(dB(A)) 3.0

Sound pressure level (Lpa)(dB(A)) 107.0

Sound pressure level uncertainty
(dB(A)) 3.0

Standard equipment ¼″ hex adapter

Supplied in Over 75% recycled cardboard
carton

Vibration screw driving (m/s²) 16.8

Vibration screw driving uncertainty
[m|s²] 1.5

Weight (without battery) (kg) 1.7
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