
18V ONE+™ HP Cordless Brushless
165mm Plunge Saw

RPLS18X‐0

*Registration required for extension from 2‐3 years. Please visit our site for full T&C's

ryobitools.eu

ONE+ HP Brushless Plunge Saw ideal for making extremely
accurate and controlled cross, rip or plunge cuts in long sheet
wood, kitchen worktops or wood boards

The optimised energy‐dense motor spins faster providing
more power and our advanced electronics maximise runtime

Impressive cutting depth capacities of up to 54mm without
guide rail and 49mm with guide rail

Tool‐less bevel angle adjustments from ‐1 to 48° for a quick
set up

Built in scoring mode makes a very shallow cut in materials to
prevent splintering. Ideal for working with delicate materials
such as laminate worktops

Includes 2x 0.7m guide rails and a clamp for making precise
cuts right out of the box

Power 18V

Blade diameter (mm) 165

Max. cutting depth 45°
(mm)

40

Max. cutting depth 90°
(mm) 54

Bore size (mm) 16

Weight with battery pack
(EPTA) (kg)

3.7

Article Number 5133005734

Battery pack capacity
(Ah)

‐

Bevel capacity (°) ‐1 ‐ 48

Blade type Tungsten Carbide Tipped

EAN Code 4892210216960

Max. cutting depth 45°
(mm) 40

Max. cutting depth 90°
(mm) 54

No load speed (rpm) 4300

No. of batteries supplied 0

Sound power level (Lwa)
(dB(A)) 105.51

Sound power level
uncertainty (dB(A)) 3.0

Sound pressure level (Lpa)
(dB(A)) 94.51

Sound pressure level
uncertainty (dB(A)) 3.0

Standard equipment 40T tungsten carbide tipped blade, 2x
0.7mm guide rails, material clamp

Supplied in Over 75% recycled cardboard carton

Vibration cutting wood
uncertainty [m|s²] 1.5

Weight (without battery)
(kg) 3.2
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